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The Bloviator is based on the legendary BBE Sonic Maximizer technology which purports to correct 
deficiencies in phase and amplitude alignment between low and high frequency content that occur 
when amplifying electronic instruments. The circuit is based on the concept of a “state variable” filter 
and provides controls for both low and high end processing. The original Bloviator project was based 
on further refinements done by Bajaman for his “Sonic Stump” (which is designed around the easy-to-
source TL0x variety integrated circuits).  
 
The Bloviator will add clarity, headroom and dynamics to your guitar signal and can be used in almost 
any spot in your signal chain (experiment by putting it at the end of your chain and also before 
overdrives or distortions—much like you would with a boost). 
 
CTR – The “Contour” control adds up to +12db of signal filtering centered on 50Hz. 
PCS – The “Process” control adds up to +12db of signal filtering centered on 10kHz. 

 
The 2014 edition of the Bloviator is the same circuit as the previous one with modifications to the 
circuit board layout. 
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R1 1k C1 100pF D1 1N5817
R2 10M C2 4n7
R3 1M C3 10uF IC1 TL072
R4 1k C4 3n3 IC2 TL074
R5 1M C5 47n
R6 10k C6 100pF CTR 50kB
R7 10k C7 10uF PCS 50kB
R8 22k C8 100uF
R9 22k C9 100uF
R10 22k C10 100n
R11 10k
R12 22k
R13 22k
R14 22k
R15 22k
R16 39k
R17 10k
R18 39k
R19 100k
R20 1k
R21 10R
R22 47k
R23 47k

Pots

Resistors Caps Diodes

IC's

 
 

Value QTY Type Rating
10R omit
1k 3 Carbon / Metal Film 1/8W
10k 4 Carbon / Metal Film 1/8W
22k 7 Carbon / Metal Film 1/8W
39k 2 Carbon / Metal Film 1/8W
47k 2 Carbon / Metal Film 1/8W
100k 1 Carbon / Metal Film 1/8W
10M 1 Carbon / Metal Film 1/8W
1M 2 Carbon / Metal Film 1/8W

100pF 2 Ceramic 16v or more
3n3 1 Film / MLCC 16v or more
4n7 1 Film / MLCC 16v or more
47n 1 Film / MLCC 16v or more
100n 1 Film / MLCC 16v or more
10uF 2 Electrolytic 16v or more
100uF 2 Electrolytic 16v or more

1N5817 1
TL072 1
TL074 1
50kB 2 9mm  

 
01.16 update: R21 is not necessary and could cause problems in some cases. Suggest you 
jumper this resistor instead.  

 
 
 
 



 
 
 
 
 
 
 
 
 

 
 
 
 



1590A Enclosure 
 

3.63” W x 5.7” H 
 

 
 

Download the Photoshop template for this guide here: 
http://www.madbeanpedals.com/projects/Bloviator/docs/Bloviator2014_Drill.zip 

 
Download the PREVIOUS version of the Bloviator documentation (2012/2013 ed.): 

http://www.madbeanpedals.com/projects/Bloviator/docs/Bloviator.zip 
 

Please read the Baby Build Guide for tips on how to build 1590A projects with ease: 
http://www.madbeanpedals.com/downloads/BabyBoardGuide.pdf 

 
 

 
 
 
 

Terms of Use: You are free to use purchased Bloviator circuit boards for both DIY and 
small commercial operations. You may not offer Bloviator boards for resale or as part of 
a “kit” in a commercial fashion. Peer to peer re-sale is, of course, okay. 


